### LIGHT FIXTURE SCHEDULE - PMA COMMUNITY COLLEGE

**NW CAMPUS BUILDING EXPANSION AND RENOVATION**

<table>
<thead>
<tr>
<th>Light Fixture</th>
<th>Surface</th>
<th>Notes</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>Indoor</td>
<td>J</td>
</tr>
<tr>
<td>B</td>
<td>Indoor</td>
<td>L</td>
</tr>
<tr>
<td>C</td>
<td>Indoor</td>
<td>M</td>
</tr>
<tr>
<td>D</td>
<td>Indoor</td>
<td>H</td>
</tr>
<tr>
<td>E</td>
<td>Indoor</td>
<td>P</td>
</tr>
<tr>
<td>F</td>
<td>Indoor</td>
<td>Q</td>
</tr>
<tr>
<td>G</td>
<td>Indoor</td>
<td>S</td>
</tr>
<tr>
<td>H</td>
<td>Indoor</td>
<td>T</td>
</tr>
<tr>
<td>I</td>
<td>Indoor</td>
<td>R</td>
</tr>
</tbody>
</table>

### LIGHT FIXTURE NOTES

1. All fluorescent lamps shall be “Foscote” 28W T8 or T5 tubes, model or 38W T8 or T5 tubes, model 38W/28W.
2. Fluorescent ballasts shall be programmed for start 1 of electrical type (ELT) to lamp (N) 2 lamp ‘s to lamp (N) 3 lamp ‘s.
3. All lamp fixture housing and ballast components shall be located on the outside of the building.
4. All ballasts shall be mounted on a metal or plastic surface.
5. All fluorescent lamps shall be 4 feet or 6 feet long, model 28W T8 or T5 tubes.
6. All fluorescent lamps shall be 4 feet or 6 feet long, model 38W T8 or T5 tubes.
7. All light fixtures shall be designed to be compatible with the building’s existing lighting systems.
8. All light fixtures shall be designed to be compatible with the building’s existing lighting systems.
9. All light fixtures shall be designed to be compatible with the building’s existing lighting systems.
10. All light fixtures shall be designed to be compatible with the building’s existing lighting systems.
11. All light fixtures shall be designed to be compatible with the building’s existing lighting systems.
12. All light fixtures shall be designed to be compatible with the building’s existing lighting systems.
13. All light fixtures shall be designed to be compatible with the building’s existing lighting systems.
14. All light fixtures shall be designed to be compatible with the building’s existing lighting systems.
15. All light fixtures shall be designed to be compatible with the building’s existing lighting systems.
16. All light fixtures shall be designed to be compatible with the building’s existing lighting systems.
17. All light fixtures shall be designed to be compatible with the building’s existing lighting systems.
ELECTRICAL SYMBOL LEGEND

- EXISTING MAIN RUN – CONNECT TO PANEL AS Labeled
- EXISTING TRANSFORMER
- EXISTING EXISTING GROUND WIRE RUN TO PANEL
- EXISTING EXISTING GROUND WIRE RUN TO PANEL
- EXISTING EXISTING GROUND WIRE RUN TO PANEL
- EXISTING EXISTING GROUND WIRE RUN TO PANEL
- EXISTING EXISTING GROUND WIRE RUN TO PANEL

ELECTRICAL KEYNOTES - THIS SHEET ONLY
1. EXISTING EXISTING GROUND WIRE RUN TO PANEL
2. EXISTING EXISTING GROUND WIRE RUN TO PANEL
3. EXISTING ELECTRICAL ROOM
4. EXISTING EXISTING GROUND WIRE RUN TO PANEL
5. EXISTING EXISTING GROUND WIRE RUN TO PANEL
6. EXISTING EXISTING GROUND WIRE RUN TO PANEL

ELECTRICAL SITE NOTES
1. EXISTING EXISTING GROUND WIRE RUN TO PANEL
2. EXISTING EXISTING GROUND WIRE RUN TO PANEL
3. EXISTING EXISTING GROUND WIRE RUN TO PANEL
4. EXISTING EXISTING GROUND WIRE RUN TO PANEL
5. EXISTING EXISTING GROUND WIRE RUN TO PANEL
6. EXISTING EXISTING GROUND WIRE RUN TO PANEL

ED05.1
05/10/2021
PRINCE WILLIAM COMMUNITY COLLEGE
BUILDING EXPANSION

ARCHITECTS

BWS ARCHITECTS
KEYNOTES - THIS SHEET ONLY
1. EXISTING (6) 3/0 AWG, (2) 6/0 AWG, (3) 3/0 AWG, and CAT 3 cable.
2. EXISTING (2) 3/0 AWG. (2) 6/0 AWG. (1) 1/0 AWG.
3. EXISTING (1) 100 PAIR 11/6, (1) 1/0 AWG, and CAT 5 wire.
4. EXISTING (1) 100 PAIR 11/6, (1) 1/0 AWG, and CAT 5 wire.
5. EXISTING (1) 200 PAIR 11/6, (1) 1/0 AWG, and CAT 5 wire.
6. NEW 3/0 AWG, (2) 6/0 AWG.
7. NEW (1) 100 PAIR 11/6, (1) 1/0 AWG.
8. NEW (1) 200 PAIR 11/6, (1) 1/0 AWG.
9. HANG CABINETS ON WALL TO EXISTING ELECTRICAL SERVICE IN BUILDING B.
10. NEW (1) 3/0 AWG.
11. NEW (2) 6/0 AWG.
12. NEW (1) 1/0 AWG.
13. TELEPHONE OUTLET TYPICAL.
14. PROVIDE WIRING AND GAS LINES ALONG ACCESSIBLE CEILING SPANS.
15. PROVIDE GAS LINES ALONG ACCESSIBLE CEILING SPANS.
16. PROVIDE GAS LINES ALONG ACCESSIBLE CEILING SPANS.